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pKd-a series 
CompaCt - ∅32 - ∅100

CompaCt Cylinder 
with magnet and double rod

possibility for double 
direCtion run with identity 
strokes CompaCt dimension

pKd-a general information

Working Fluid: 
filtered and lubricated or filtered and not lubricated air

operating temperature range: 
polyurethane (pu)  : (-20°C) - (+80°C)

Viton (fkm) : (-30°C) - (+180°C)

max. Work pressure: 
10 bar

example of order: 

Variants From standard system:

r1: stainless steel piston rod (ss 304-ss 316) 
r4: stainless steel nut for piston rod (ss 304) 
r5: piston rod as Ck45 (hard Chrome plated) 
m1: extended male piston rod thread 
m3: special piston rod thread 
m4: extended piston rod 
k1: seals for max. 150ºC (Viton) 
k4: piston rod seal Viton 

Force: 

 pkd-a 032-050 m1 m3 

 product Code  Cylinder ∅ Variants from
  stroke standard system

pKd: CompaCt Cylinders with 
double aCting with double rod 

pKd-a: CompaCt magnetiC  
Cylinders with double aCting 
with double rod

  Cylinder Rod Thrust and traction forces (6 Bar) 

  Ø mm Ø mm Thrust Force (N)  Traction Force  (N)
   

   32 12 415 415 
  

  40 12 687 687 
  

  50 16 1058 1058 
  

  63 16 1750 1750 
  

  80 20 2829 2829 
  

  100 25 4420 4420
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 No MATERIAL NAME CHARACTERISTIC PC. No MATERIAL NAME CHARACTERISTIC PC.

 8 Head O-ring NBR  2

 9 Piston Seal PU 2

 10 Middle Piston O-ring NBR  1

 11 Rod Seal PU 2

 12 Guiding Band Polyacetal 1

 13 Guiding Bush CSB-40 2

 14 Magnet  1

 1 Head Aluminium 1

 2 Head Aluminium 1

 3 Middle Piston Aluminium 2

 4 Male Piston Rod X20 Cr13  Hard Chrome Plated 1

 5 Female Piston Rod X20 Cr13  Hard Chrome Plated 1

 6 Tube Al Mg Si 0,5 + Eloxal Plated 1

 7 Bolt Stainless Steel 8
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pKd-a series 
CompaCt - ∅32 - ∅100

  Cylinder A A1 D D1 D2 D3 D4 D5 F4 G H H3 H4 I K L P W      Ø mm   Ø Ø Ø Ø Ø Ø                                        
  32 49,5 50 12 M6 6 5,2 M6 9 4 1/8’’ 44,5 8 14,5 32 10 5,5 12 6

  40 57,5 58 12 M6 6 5,2 M6 9 3 1/8’’ 45,5 8 14,75 42 10 5,5 12 6,5

  50 66,5 67 16 M8 6 6,7 M8 10,5 0 1/8’’ 45,5 8 14,75 50 13 6,5 12 7,5

  63 79,5 80 16 M8 8 8,7 M10 13,5 0 1/8’’ 50 8 14,75 62 13 8,5 14 7,5

  80 99,5 100 20 M10 8 8,7 M10 13,5 0 1/8’’ 56 8,5 16,5 82 17 8,5 15 8

  100 123,5 124 25 M12 8 8,7 M10 13,5 0 1/4’’ 66,5 10,5 19,75 103 22 8,5 20 10
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pKd-tpK-t pKs-t pKe-t

  Cylinder Cylinder D S T W 
  type Ø mm             
   32 12 22 M10x1.25 6

   40 12 22 M10x1.25 6.5

  PK-PKS 50 16 24 M12x1.25 7.5

  PKE-PKD 63 16 24 M12x1.25 7.5

   80 20 32 M16x1.5 8

   100 25 40 M20x1.5 10
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